KOSTRUKCE STRECHY S KRYTINOU SE NEMENI,
BUDE PROVEDENA UPRAVA KRYTINY PRO VZDUCHOTECHNICKE

POTRUBI-SANI A ODTAH Z LAKOWNY
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@ SKLADBA—PODLAHA VANY:

—VYROVNAVACI STERKA,

—-BETON C30/37 160 MM,

—SITE KARI

—SVAROVANA FOLIE FATRAFOL+
2XGEOTEXTILIE,

—~PODKLADNI BETON C16,/20 100 MM,

—HUTNENY NASYP  SD 16,/32, 100 MM,

@ VYBOURANI PRUVLAKU A ZDIVA:

Zx 8,00/8,00—150x150 MM,

—OCELOVE NOSICE  2x 1220,
—7DIVO 7 PLNYCH CIHEL §. 375 MM,

@ LAKOVACI KABINA

—LAKOVACI KABINA zn. S A1 M A
—VNEJS] ROZM.: 6,73x4,07x3,25 m,

—VNITRNI ROZM.: 6,61x3,96x2,55 m,
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ARCHITEKTONICKO—PROJEK TOVY ATELIER

VAMBERK s.r.0. PARE &.:

PROJEKTOVE A VYTVARNE PRACE—REALITN/ KANCELAR
INZENYRSKA CINNOST-KOUPE A PRODEJ ZBOZ(

Smetanovo ndbreZr 180
51754 VAMBERK
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